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EFFECTIVE RADIATED POWER - GRAPH 

EIRP / ALL CHANNELS / POSITION 1 EMI4309 

EUT mode:  T (°C):  22.1 
Test Date: 18/12/2020 H (%): 53.6 

Test Operator: OAT P (hPa):  1015 

 

 

 

POSITION FREQUENCIES RBW VBW DETECTOR 

Vertical 2.4GHz-2.4835GHz 3MHz 10MHz Peak 

Horizontal 2.4GHz-2.4835GHz 3MHz 10MHz Peak 

Configuration:  

Comments:  

EUT modification(s): N/A 

 

2.4GHz 2.4835GHz2.45G2.42G 2.47G2.44G2.41G 2.46G2.43G
Frequency Polarization: Vertical
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EIRP / All Channels / Position 1 - 12/18/2020 11:39 - 4309

EN 300 220/EN 300 220-2 V3.1.1 Annex B (ERP) Band M - RMS/3.0m/

Meas.Peak (Vertical)

Sub-range 1
Frequencies:  2.4 GHz - 2.4835 GHz (Analyser mode) 10000 Points
Settings:   RBW: 3MHz, VBW: 10MHz, Auto, Attenuation: Auto, Sweep count 1, Preamp: Off, LN Preamp: Off, Preselector: Off
Polarization:  Vertical
Distance:  3 m

2.4GHz 2.4835GHz2.45G2.42G 2.47G2.44G2.41G 2.46G2.43G
Frequency Polarization: Horizontal
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EIRP / All Channels / Position 1 - 12/18/2020 11:39 - 4309

EN 300 220/EN 300 220-2 V3.1.1 Annex B (ERP) Band M - RMS/3.0m/

Meas.Peak (Horizontal)

Sub-range 2
Frequencies:  2.4 GHz - 2.4835 GHz (Analyser mode) 10000 Points
Settings:   RBW: 3MHz, VBW: 10MHz, Auto, Attenuation: Auto, Sweep count 1, Preamp: Off, LN Preamp: Off, Preselector: Off
Polarization:  Horizontal
Distance:  3 m


