Changes done to your State Machine:
1. Unchecked the ‘Address/Data Multiplexed’ check box. (By doing this I will not be in PP Mode)
2. Number of address pins used: 0
3. Removed the actions IN_ADDR and DR_GPIO(RDY) in the state ‘ADDR’.
4. In state ‘READ’, for the action ‘DR_DATA’ chose Socket of ‘Thread 1’ as Data Source.
(I can choose the thread since I am not in PP Mode)
GPIF Timing Obtained:
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glCmdBuffer([6] = 0xCODEL006;
glCmdBusfer([7] = 0xCODEL007:

apiRetstatus = CyU3PDmaChannelSetupSendBuffer (sg1Cpu2GPIF, &glbmaCmdBuffer);
if(apiRetstatus 1= CY_U3P SUCCESS)
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CyUsEDeviceReset (CyFalse) ;
i
crc = *crodata_reg_value:
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Details:1013317631
Defaulc:1013317631
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Decimal:1013317631 [D\Windows\openocd.exe:

Hex:0x3cESEEEE

target t
cpsr: 0xa000001f po: Ox£000leld

MMU: disabled, D-Cache: disabled, I-Cache: enabled
Warn : NOTE! DCC downloads have not been enabled, defaulting to slow memory writes. Type 'help dec'.
Warn : NOTE! Severe performance degradation without working memory enabled.
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