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Project : PSOCS5LP_CalibrationForumOnP2
Build Time :  02/20/14 09:46:53
Device : CYBC5868AXI-LP0O35
Temperature : -40C - 85/125C
Vdda : 5.00
Vddd : 5.00
5.00
5.00
5.00
Vio3 : 5.00
Voltage : 5.0 E

Vusb : 5.00
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- Timing Violation Section

Note: If your design will only ever run at typical room temperatures, selecting the narrower temperature range in the system DWR for your application helps the
tool to find timing-compliant routing solutions.
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- Clock Summary Section

Clock Domain [Nominal Frequency[Required FrequencyMaximum Frequency|Violation)]
[RDC_De15ig_1_Ext_CP_Clk(routed) ADC_Delsig_1_Ext_CP_Clk|(routed) 2.526 MHz 2.526 MHzZ

[ADC DelSig 1 ctheACLE (fixsd-function)|ADC DelSig 1 theACLX (fixed-function) 540.000 kiz £40.000 kiz]

CyBUS_CLK (fixed—function) CyBUS_CLE (fixed-function} 45,000 MHz 48,000 Miz]

CyILO CyILO 100.000 kHz 100.000 kHz

CyIHO CyIHO 34.000 Mz 24.000 Miz]

CyMBSTER_CLE CyMASTER_CLK 48.000 Migz 48,000 Mig]

emFile 1 Clock 1 CyMASTER_CLK 48.000 Miz 4E.000 Mig] 47.284

JADC DelSig 1 Ext CP Clk CyMASTER CLK 2.526 MHz| 2.526 MHz|




